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				1356 Series

2 Way Solenoid Valve for fuel Oil, Gas Oil, and oils mix










Main Characteristic


Normally Closed

Direct Action. No minimum pressure to operate

Brass, Bronze and Stainless Steel body

3/8″ and 1/2″ NPT (BSP upon request)

Coil: Encapsulated up to 356F with DIN Connectors or flying leads (upon request)
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Applications:


Fuel Oil Burners (pre heated or not) and mix, gas oil. etc. with mechanical pressure atomizer, rotating cup, compressed air, steam, etc.

Heavy fluids, steam and corrosive fluids.


Options:


Explosion Proof

Weather Proof









	Heavy Fluids



	Heavy Fluids




	Pipe size	Material	Name	Summary	Price	Buy	Buy	price_hsort
	1/2"	Aluminum	1356BS4-48T	2 Way Normally Closed 1/2″ NPT Bronze Solenoid Valve w/Stainless Steel Seats (Max Fluid Temp 356F) – 0.2 ins orifice – Cv: 0.6 – Direct Action – Min/Max. Diff. Pressure 0/150psi

	$524.20 – $539.80				
			Select options		


			524.2
	3/8"	Aluminum	1356BT3T	2 Way Normally Closed 3/8″ NPT Bronze Solenoid Valve w/Teflon Seats (Max Fluid Temp 356F) – 0.09 ins orifice – Cv: 0.17 – Direct Action – Min/Max. Diff. Pressure 0/300psi

	$262.04 – $277.65				
			Select options		


			262.04
	1/2"	Aluminum	1356BT4T	2 Way Normally Closed 1/2″ NPT Bronze Solenoid Valve w/Teflon Seats (Max Fluid Temp 356F) – 0.09 ins orifice – Cv: 0.17 – Direct Action – Min/Max. Diff. Pressure 0/300psi

	$262.04 – $277.65				
			Select options		


			262.04














	Options	Prefix	Suffix	Examples
	Weather Proof Coil	YC		YC1356BT3T
	Explosion & Weather Proof Coil	ZC		ZC1356BT3T
	BSP Connections		no T	1356BT3T




INSTALLATION

We recommend installing a strainer of <= 100 micron upstream to the valve.








GENERAL DIMENSIONS
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