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2026
Series 2 way solenoid microvalves.

Main characteristics
Normally closed.
Direct action. No minimum differential pressure 
to operate.
Forged brass compact body.
BSP or NPT threaded connections.

applications.
Encapsulated minicoils.
Shape B DIN 43650 connection.

Response time with air at 6 bar (10 milliseconds)

2026 Series

Applications:

Burner pilot for gas and oil.

CERTIFIED QUALITY SYSTEM

Underwriters
Laboratories Inc.®

Contact our manufacturing plant for
in format ion  on  ava i lab le  models
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2026
Series 2 way solenoid microvalves.

Recommendations
for installation
Place a strainer upstream the valve 

Preferably over horizontal 
pipeline with the coil upright.

Measurements: mm

BøA D E F G

32

R 1/4” 

C

76 61 57 14

Measurements: ins.

BøA D E F G

1.26

R 1/4” 

C

0.71 2.99 2.40 2.24 0.55

Application according to seat material

Buna “N” Neoprene
Seat

material EPDM

Maximum
temperature

FKM

Water, air, light oils, 

medium vacuum,
neutral gases.

argon, other 

Freon 12.

Water steam, 
hot water, acetone.

Benzene, naphta,
 aromatics, etc.

hot gases,
high vacuum,

diesel oil,
benzine.

Uses

F Pg9

øA

D

B

C

General dimensions 2026

E

G Mounting hole 
3.5 mm (0.14 “) 

Options

NPT connections T

Examples

2026BA121T

Coil characteristics
Electric
power
supply
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